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WHAT IS CLAIMED IS: 

1. A method for correcting color shift in an imaging system having an 
imaging object, and having a standard color conversion lookup table associated with 
said imaging object, comprising the steps of: 

measuring a plurality of test patches to obtain color data associated with said 
5 imaging object; 

generating a signature color data lookup table based on said color data; and 
combining said signature color data lookup table with said standard color 

conversion lookup table to generate a composite color conversion lookup table for use 

with said imaging object. 
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2. The method of claim 1, wherein said imaging object is one of a printing 
cartridge, a scanner and a substrate. 

3. The method of claim 2, further comprising the steps of: 

storing said signature color data lookup table in a memory associated with one 
of said imaging object, said imaging system, or an offsite location, for access by said 
imaging system; 

5 installing said imaging object into said imaging system; and 

retrieving said signature color data lookup table from said memory. 

4. The method of claim 2, wherein said generating step includes: 
generating a plurality of signature color data lookup tables for a plurality of 

imaging objects; 

subdividing said plurality of signature color data lookup tables into classes of 
5 signature color data lookup tables based on a color similarity; 

generating a color class table for each class of signature color data lookup 

tables; 

assigning a class code to each said color class table; 

storing each said color class table in at least one of a first memory associated 
10 with said imaging object, a second memory associated with said imaging system, and 
an offsite memory, for access by said imaging system; and 
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storing said class code in at least one of said first memory associated with said 
imaging object, said second memory associated with said imaging system, and said 
offsite memory, for access by said imaging system. 

5. The method of claim 4, further including the step of associating said 
imaging object with a corresponding color class table, said corresponding color class 
table serving as said signature color data lookup table. 

6. The method of claim 5, wherein said associating step includes associating 
said class code with said imaging object. 

7. The method of claim 5, further comprising the steps of: 
installing said imaging object into said imaging system; 

retrieving said class code from said first memory, said second memory, or said 
offsite memory; and 

retrieving said signature color data lookup table from said first memory, said 
second memory, or said offsite memory. 

8. A method for correcting color shift in an imaging system having an 
imaging apparatus, and having a standard color conversion lookup table associated 
with said imaging apparatus, comprising the steps of: 

printing a plurality of test patches using a printing cartridge and said standard 
color conversion lookup table; 

measuring said plurality of test patches to obtain color data associated with 
said printing cartridge; 

generating a signature color data lookup table based on said color data; and 

combining said signature color data lookup table with said standard color 
conversion lookup table to generate a composite color conversion lookup table for use 
in printing with said printing cartridge. 

9. The method of claim 8, further comprising the steps of: 

storing said signature color data lookup table in a cartridge memory associated 
with said printing cartridge; 
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installing said printing cartridge into said imaging apparatus; and 
retrieving said signature color data lookup table from said cartridge memory. 

10. The method of claim 8, wherein said generating step includes: 
generating a plurality of signature color data lookup tables for a plurality of 

printing cartridges; 

subdividing said plurality of signature color data lookup tables into classes of 
signature color data lookup tables based on a color similarity; 

generating a color class table for each class of signature color data lookup 

tables; 

assigning a class code to each said color class table; 

storing each said color class table in a first memory accessible by said imaging 
system; and 

storing said class code in a second memory accessible by said imaging system. 

11. The method of claim 10, further including the step of associating said 
printing cartridge with a corresponding color class table, said corresponding color 
class table serving as said signature color data lookup table. 

12. The method of claim 11, wherein said associating step includes 
associating said class code with said printing cartridge. 

13. The method of claim 1 1 , further comprising the steps of: 
installing said printing cartridge into said imaging system; 
retrieving said class code from said second memory; and 

retrieving said signature color data lookup table from said first memory based 
on said class code. 

14. The method of claim 13, wherein said first memory is an imaging system 
memory and said second memory is a cartridge memory associated with said printing 
cartridge. 
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15. The method of claim 13, wherein said first memory is an imaging system 
memory and said second memory is an offsite memory accessible by said imaging 
system via a network, said class code being retrieved based on an identification code 
associated with said printing cartridge. 

16. The method of claim 13, wherein: 

said step of associating said printing cartridge with a corresponding color class 
table includes associating an identification code with said printing cartridge, and 
associating said identification code with said class code, and 

wherein said step of retrieving said class code from said second memory is 
based on said identification code. 

17. The method of claim 8, further comprising the steps of: 

storing said signature color data lookup table in an offsite memory accessible 
by said imaging system via a network; 

installing said printing cartridge into said imaging system; and 
retrieving said signature color data lookup table from said offsite memory. 

18. The method of claim 17, further comprising the steps of: 
associating an identification code with said printing cartridge; and 
associating said identification code with said signature color data lookup table, 
wherein said step of retrieving said signature color data lookup table from said 

offsite memory is based on said identification code. 

19. The method of claim 8, wherein said measuring step is performed using 
said imaging system. 

20. A method for correcting color shift in an imaging system having an 
imaging apparatus, and having a standard color conversion lookup table associated 
with said imaging apparatus, comprising the steps of: 

printing a plurality of test patches on a substrate using said standard color 
conversion lookup table; 
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measuring said plurality of test patches to obtain color data associated with 
said substrate; 

generating a signature color data lookup table based on said color data; and 
combining said signature color data lookup table with said standard color 

conversion lookup table to generate a composite color conversion lookup table for use 

in printing on said substrate. 

21. The method of claim 20, wherein said generating step includes: 
generating a plurality of signature color data lookup tables for a plurality of 

substrates; 

determining said signature color data table based on said plurality of signature 
color data lookup tables; and 

storing said signature color data table in a first memory accessible by said 
imaging system. 

22. The method of claim 21, further including the steps of: 
associating said substrate with said signature color data table; and 
retrieving said signature color data table from said first memory, 
wherein said first memory is an imaging system memory. 

23. The method of claim 22, wherein said signature color data table 
corresponds to a category of said substrate. 

24. The method of claim 21, further including the steps of: 
associating said substrate with said signature color data table; and 
retrieving said signature color data table from said first memory, 

wherein said first memory is an offsite memory accessible by said imaging 
system via a network. 

25. The method of claim 24, wherein said signature color data table 
corresponds to a category of said substrate. 
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26. The method of claim 21 wherein said plurality of substrates includes a 
plurality of categories of substrates, further including the steps of: 

subdividing said plurality of signature color data lookup tables into classes of 
signature color data lookup tables based on a color similarity; 
5 generating a color class table for each class of signature color data lookup 

tables; 

assigning a class code to each said color class table; 

correlating each category with a corresponding of each said class code, 
wherein each said class code is associated with at least one category of said plurality 
10 of categories; 

storing each said color class table in said first memory; and 

storing said class code in a second memory accessible by said imaging system. 

27. The method of claim 26, further including the step of associating said 
substrate with a corresponding color class table, said corresponding color class table 
serving as said signature color data lookup table. 

28. The method of claim 27, further comprising the steps of: 
installing said substrate into said imaging system; 

retrieving said class code from said second memory based on said category; 

and 

5 retrieving said signature color data lookup table from said first memory based 

on said class code. 

29. The method of claim 27, wherein said first memory is an imaging system 
memory and said second memory is an imaging system memory. 

30. The method of claim 27, wherein said first memory is an imaging system 
memory and said second memory is an offsite memory accessible by said imaging 
system via a network. 



28 



Attorney Docket No.: 2003-0269.02 

3 1 . The method of claim 27, wherein said first memory is an offsite memory 
accessible by said imaging system via a network and said second memory is an 
imaging system memory. 

32. The method of claim 27, wherein said first memory is an offsite memory 
accessible by said imaging system via a network and said second memory is said 
offsite memory accessible by said imaging system via said network. 

33. The method of claim 20, wherein said measuring step is performed using 
said imaging system. 

34. A method for correcting color shift in an imaging system having a 
scanner, and having a standard color conversion lookup table associated with said 
scanner, comprising the steps of: 

measuring a plurality of test patches to obtain color data associated with said 
scanner; 

generating a signature color data lookup table based on said color data; and 
combining said signature color data lookup table with said standard color 

conversion lookup table to generate a composite color conversion lookup table for use 

in scanning with said scanner. 

35. The method of claim 34, further comprising the steps of: 

storing said signature color data lookup table in a scanner memory associated 
with said scanner; 

installing said scanner into said imaging system; and 

retrieving said signature color data lookup table from said scanner memory. 

36. The method of claim 34, wherein said generating step includes: 
generating a plurality of signature color data lookup tables for a plurality of 

scanners; 

subdividing said plurality of signature color data lookup tables into classes of 
signature color data lookup tables based on a color similarity; 
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generating a color class table for each class of signature color data lookup 

tables; 

assigning a class code to each said color class table; 

storing each said color class table in a first memory accessible by said imaging 
system; and 

storing said class code in a second memory accessible by said imaging system. 

37. The method of claim 36, further including the step of associating said 
scanner with a corresponding color class table, said corresponding color class table 
serving as said signature color data lookup table. 

38. The method of claim 37, wherein said associating step includes 
associating said class code with said scanner. 

39. The method of claim 37, further comprising the steps of: 
installing said scanner into said imaging system; 
retrieving said class code from said second memory; and 

retrieving said signature color data lookup table from said first memory based 
on said class code. 

40. The method of claim 39, wherein said first memory is an imaging system 
memory and said second memory is a scanner memory associated with said scanner. 

41. The method of claim 39, wherein said first memory is an imaging system 
memory and said second memory is an offsite memory accessible by said imaging 
system via a network. 

42. The method of claim 39, wherein: 

said step of associating said scanner with a corresponding color class table 
includes associating an identification code with said scanner, and associating said 
identification code with said class code, 

wherein said step of retrieving said class code from said second memory is 
based on said identification code. 
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43. The method of claim 34, further comprising the steps of: 

storing said signature color data lookup table in an offsite memory accessible 
by said imaging system via a network; 

installing said scanner into said imaging system; and 

retrieving said signature color data lookup table from said offsite memory. 

44. The method of claim 43, further comprising the steps of: 
associating an identification code with said scanner; and 

associating said identification code with said signature color data lookup table, 
wherein said step of retrieving said signature color data lookup table from said 
offsite memory is based on said identification code. 

45. The method of claim 34, wherein said measuring step is performed using 
said imaging system. 
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